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1 M CASINO – PENDANT LIGHTS 

1 METER (3 feet) CASINO LIGHT WITH 11 GLASSES IN A PROFILE

11 glasses in a special profile in a row with min. 1 meter length. Particularly well suited for custom 
built chandeliers, bars, reception areas, kitchen islands, dining tables, mirrors in bathrooms or 
conference environments. Any possible specific length and form available on demand for bespoke 
design solutions.

Technical specifications 

LED modules with various colour temperatures: 
“Tuneable white LED”: 2,000–2,700 K (adjustable colour temperature), > 80–>90 Ra.
“Warm white LED”: 2,700 K, > 90 Ra; “Amber LED”: 2,400 K, > 80 Ra; Can be combined with glass 
colours: Amethyst, Mandarin Garnet, Peridot, Saphire, Tourmalin, Turqouise, Citrin, Smoky Quartz, 
Amber und Rose Quartz. 
Lifespan of the LED module: approx. 40,000 hours; can be replaced at manufacture.

Control technology
The light fixture is dimmable with interface for phase cut (trailing edge) dimming,1–10 V, pushdim, 
remote control, DALI, or CASAMBI. Dimmer / power supplies  must be installed iexternally; switches / 
controllers to be provided by the customer.

Ceiling bracket / cable
Suspension usually with wire-insulated, tin-plated tensile cable (diameter: 4.0 or 6.3 mm), depending 
on size a solution with pipes may be recommendable; maximum distance between two ceiling 
brackets 2 m. Standard cable length of wire up 2 m, individual cable length up to 20 m. Custom ceiling 
bracket to be specified.

Material
Please select your preferred surface finish for the socket and ceiling bracket in the “Material” section 
of our website.

Voltage 24 V DC (CV) Colour temperature 2,000–2,700 K

Power approx. 36 Watts Weight approx. 28 kg

Luminous flux / 
efficiency 2,000 lm / 50 lm/W Dimensions 

(LxWxH) approx. 1,029 x 35 x 216

All dimensions in mm

Example of a combination of
several casino elements
The CASINO can be manufactured 
in different shapes., basic segment 
width 93 mm.

IP20

1,029

216

35


	Foliennummer 37

